
COVERTOP EQUIPMENT 
OPPERATING PROCEDURES 

 
START-UP 

·  Make sure all valves are closed 
·  Start engine 
·  Check compressor pressure (160-165 lbs) 
·  Open both compressor valves 
·  Open #1 By-Pass valve 
·  Attach intake hose to line at valve #2 
·  Suck water first by opening valve # 2 
·  Open Diaphragm Pump valve #3 (Check Pressure 35-40 lbs) 
·  Suck in COVERTOP after water is in tank 
·  Close intake valve #2 when all water/COVERTOP addition is complete 
·  Disconnect intake line and rinse 
·  Open tank valve #4 
·  Let mixture circulate for 10 minutes 

 
APPLICATION 

·  Open all nozzle valves 
·  Close #1 By-Pass valve half way 
·  Turn on switch for spraying mixture 

 
SHUTDOWN 

·  Turn off spray switch 
·  Turn off Diaphragm Pump valve #3 
·  Close tank valve #4 and #1 
·  Open rinse valve #5 
·  Turn on Diaphragm pump valve #3 
·  Turn on spray switch 
·  Draw out all 30 gallons of rinse water through spray nozzles 
·  Turn off spray switch 
·  Turn off Diaphragm pump Valve #3 
·  Close off spray valves 
·  Turn off engine 
·  Close all valves 
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